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SPECIFICATIONS

INTErChANgEAblE PrOduCTS:

rated 
Capacity A b C d E F g h J K
lb/inches
25,000-50,000 SE 8.25 .50 1.63 2.00 .50 .50 7.25 1.75 1.94 2.44
50,000-75,000 11.50 .75 1.70 2.20 .75 1.00 10.00 2.00 1.94 2.94
kg/mm
11,339.8-22,679.6 SE 209.6 12.7 41.4 50.8 12.7 12.7 184.2 44.5 49.3 62.0
22,679.6-34,019.4 292.1 19.1 43.2 55.9 19.1 25.4 254.0 50.8 49.3 74.7

Insulation resistance:  5000megohms
Cable length:   35’ / 10.5m
Cable Coloring:  red...+Excitation
    black...-Excitation
    green...+Signal
    White...-Signal
Warranty:   1-year limited warranty
hysteresis:   0,02% Full Scale

Full Scale Output: 3.0mV/V nominal
bridge resistance: 700 ohms, nominal
Temperature:  Compensated range 
   14 deg. F to 104 deg. F
   -10 deg. C to 40 deg. C
Safe Overload: 150% Full Scale
rated Excitation: 10V dC (15V maximum)
Nonlinearity:  0.03% Full Scale

Sensortronics 65040A
rice lake rl75040
Artech 80310
Thurman TSC 840
Celtron dlb
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dIMENSIONS

   TW85040


